




Safety Instructions
Please store this instruction manual for future reference.

erable.





A.DeCon/M (backside)

B.Top Plate

C.Top Plate to Tube Screws (4x)

D.Top Plate Screws (4x)

Power Cable in

H.Power Cable out

E.Tube

F.Cross Legs

G.Cross Legs Anti-Slip Rubber Pieces (4x)

L.Cross Legs Screws (4x)

I.Cross Legs

Stand (optional)Stand (optional)



1. Attach the 4 anti-slip rubber pieces (G) to the legs

3. insert the power cable through the tube (E)

5. Fix the top plate (B) to the tube (E) with the 
4 screws (C)

4. Join legs and tube with 4 screws (L)

6. Fix the stand to the speaker 
with the 4 screws (D) 



the stations

> Press to select source
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Overview



Line-In
(AUX)

Antenna Output 5V/1A

USB CHARGE

100-240V
~ AC 50/60HZ 70W     
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REMOTE CONTROL (OPTIONAL)



First steps with DeCon/M

MENU BUTTON

NAVIGATING THE MENU

PRESETS

UNDOK



Internet Setup

USING THE INTERNET RADIO SETUP WIZARD



Sources (mode)

FM

CHANGE STATION

SCAN SETTING

PROGRAM INFORMATION

PRESETS

MONO

DAB

CHANGE STATION

PROGRAM INFORMATION

PRESETS

STATION ORDER

STATION SCAN



Internet Radio

CD

Bluetooth

Line-In / Aux

Additional Functions
EQUALIZER

ALARM

SLEEP

USB CHARGE

FIRMWARE UPDATE

FACTORY RESET



Troubleshooting / Errors Messages

Problem Cause Solution

router

from

router list.



Message

not start

Description

ence

Example

as normal

interference such as other 

routers etc.

router.



Technical Information

Product disposal instructions (weee directive)

100-240V
355W x 250W x 235D

8.10 KG



www.genevalab.com


